BOF- 76

Annex- A TO
Tender No 23.27.0000.166.352.3256103.21.22
Date 4-6-2022
NECESSARY DETAILS
Ser

1.

Nomenclature & Specification

Cold Drawn Steel Rod (Steel Core)
Size: Dia 5.70 - 0.06 mm
Dia: 5.70 mm(Max), 5.64 mm(Min)

Unit

Qty

kg

1,50,000

kg

15,000

Unit Price
(In figure &
word)

Total Price
(In figure &
word)

Rmks

The Cold drawn steel rod should be
manufactured by means of cold drawing the
hot rolled steel having 8 ± 0.5 mm diameter.
After cold drawing dia of steel will be
5.70 – 0.06 mm
Chemical Composition:
Carbon = 0.05 ~ 0.15 %
Silicon= 0.45% (Max)
Manganese = 0.25 ~ 1.50 %
Phosphorous = 0.045% (Max)
Sulfur = 0.055% (Max)
Mechanical Properties:
Hardness (HB) = 187 (Max)
Elongation: 8% (min)
2
Tensile Strength = 50 kg/mm (Max)
Reduction in area = 50% (Min)
Country: Any Country
2.

Ordinary Carbon Steel Rod (Steel Core)
Size: 5.98 - 0.06 mm
The Cold drawn steel rod should be
manufactured by means of cold drawing the
hot rolled steel having 8 ± 0.5 mm diameter.
After cold drawing dia of steel will be
5.98 – 0.06 mm
Chemical Composition:
Carbon = 0.05 ~ 0.15 %
Silicon= 0.45% (Max)
Manganese = 0.25 ~ 1.50 %
Phosphorous = 0.045% (Max)
Sulfur = 0.055% (Max)
Mechanical Properties:
Hardness (HB) = 187 (Max)
Elongation: 8% (Min)
2
Tensile Strength = 50 kg/mm (Max)
Reduction in area = 50% (Min)
Country: Any Country
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Anx - B
Tender No 23.27.0000.166.352.3256105.21.22
Dt – 4-6-2022

GENERAL AND OTHER REQUIREMENTS OF ORDINARY CARBON STEEL ROD (STEEL CORE)
AGAINST BOF INDENT NO 23.27.0000.223.129.3256105.04.21.22 DT 18 MAY 2022
1.

General Requirements
a. The store should be as per specification, brand new, fresh (i.e the surface of the rod shall be
clean, smooth and free from defects such as crack, scar, inclusion hairline, fold and scale) and
suitable for end products.
b. Tender sample 10 (Ten) Kg to be submitted along with the offer for necessary tests.
c. After signing of contract before bulk supply advance sample 50 (Fifty) Kg to be submitted for approval.
Functional test will be conducted at user end under supervision of IA&E. This amount will not be
additional. It will be taken from the supply order quantity.
d. Charge of all tests (if any) should be borne by the supplier.
e.The store must be suitable for use in tropical climate. Certificate should be provided to this effect by
the manufacturer along with the offer and store.
f. Year of manufacture of the item to be clearly noted in the contract and should not be earlier than
the year of contract.
g. The store should be safe in storage, transportation etc and should not cause any health hazard.
Certificate should be provided to this effect by the manufacturer along with the offer and store.

2.

3.

h. Guarantee certificate for supply of stores as per offer to be submitted by the manufacturer along
with the offer.
Warranty Certificate. Warranty certificate from the manufacturer should be provided by the supplier
to the effect that the stores supplied are brand new, complete of good materials and workmanship
throughout and that in the event of any shortage, defects/damages being found after inspection the
stores should be replaced by the supplier at their own cost within 04 (four) months as the casearises.
The warranty period of the stores will be 12 (twelve) months from the date of issue of" Inspection
Note" by IA&E.
Marking.
a. Each coil in every lot shall be provided with a label with the following marking:

4.

i.
Trade mark. ii. Steel No. iii. Number of heat.
iv. Dimension and stamp of inspection department.
Packing.
a. The ordinary carbon steel rod shall be furnished in coil, each coil containing one piece and
weighing not more than 60 kg.
b. The ordinary carbon steel rod shall be coated with antirust grease, wrapped with moisture proof
paper and finally with sackcloth.
c. The store should be supplied in coils of outside diameter 24″~25″ and inside diameter 21″~22″.
There should not be end pieces of the coil after properly treated with grease/oil so that the store can
be stored 10 (ten) years at least.
d. The store should have suitable means for holding by hand and should be easy to handle during
storage and transportation.

6.
7.

e. Each lot of ordinary carbon steel rod shall be provided with a certificate issued by the inspection
department of the manufacturer. The certificate shall bear: steel No, chemical composition, shape
and dimension, finished condition, lot weight and test result.
Inspection Certificate. Final inspection certificate from the manufacturer should be provided along
with store by the supplier.
Authority Holding Sealed Particulars. I A & E, Gazipur Cantt.
Inspecting Officer. Chief Inspector, IA&E or his authorized representative.

8.

Country of Origin.

5.

Any Country.
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Anx - A
Tender No 23.27.0000.166.352.3256105.21.22
Dt – 4-6-2022

GENERAL AND OTHER REQUIREMENTS OF COLD DRAWN STEEL ROD(STEEL CORE) AGAINST BOF
INDENT NO 23.27.0000.223.129.3256105.04.21.22 DT 18 MAY 2022
1. General Requirements
a.

The store should be as per specification, brand new, fresh (i.e the surface of the rod shall be
clean, smooth and free from defects such as crack, scar, inclusion hairline, fold and scale) and
suitable for end products.

b.

Tender sample 10 (Ten) Kg to be submitted along with the offer for necessary tests.

c.

After signing of contract before bulk supply advance sample 50 (Fifty) Kg to be submitted for approval.
Functional test will be conducted at user end under supervision of IA&E. This amount will not be
additional. It will be taken from the supply order quantity.

d.
e.

Charge of all tests (if any) should be borne by the supplier.
The store must be suitable for use in tropical climate. Certificate should be provided to this effect by
the manufacturer along with the offer and store.

f.

Year of manufacture of the item to be clearly noted in the contract and should not be earlier than the
year of contract.

g.

The store should be safe in storage, transportation etc and should not cause any health hazard.
Certificate should be provided to this effect by the manufacturer along with the offer and store.

h.

Guarantee certificate for supply of stores as per offer to be submitted by the manufacturer along with
the offer.

2.

Warranty Certificate. Warranty certificate from the manufacturer should be provided by the supplier
to the effect that the stores supplied are brand new, complete of good materials and workmanship
throughout
and that in the event of any shortage, defects/damages being found after inspection
the stores should be replaced by the supplier at their own cost within 04 (four) months as the case
arises. The warranty period of the stores will be 12 (twelve) months from the date of issue of
“Inspection Note” by IA&E.

3.

Packing.
a. The cold drawn steel rod shall be furnished in coil, each coil containing one piece and weighing not
more than 60 kg.
b. The cold drawn steel rod shall be coated with antirust grease, wrapped with moisture proof paper
and finally with sackcloth.
c. The store should be supplied in coils of outside diameter 24″~25″ and inside diameter 21″~22″.
There should not be end pieces of the coil after properly treated with grease/oil so that the store can
be stored 10 (ten) years at least.
d. The store should have suitable means for holding by hand and should be easy to handle during
storage and transportation.

5.

e. Each lot of steel rod shall be provided with a certificate issued by the inspection department of the
manufacturer. The certificate shall bear: steel No, chemical composition, shape and dimension,
finished condition, lot weight and test result.
Inspection Certificate. Final inspection certificate from the manufacturer should be provided along
with store by the supplier and should be mentioned in the tender.

6.

Authority Holding Sealed Particulars. I A & E, Gazipur Cantt.

7.

Inspecting Officer. Chief Inspector, IA&E or his authorized representative.

8.

Country of Origin. Any Country .
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