Enterprise Standard of China North Industries Corp.

Carbide Facing Tool

                         H = 16 ～ 40, L = 100 ～ 200        Sheet 1 of 1sheets


[image: image1.jpg]V3







Example of mark:

RH carbide facing tool with YT14 bit, H = 16.

Turning tool 16 Q / JR D 111 – 82.

LH carbide facing tool with YG8 bit, H = 16, r = 0.5.

Turning tool Left YG8 – 16×0.5 Q / JR D 111 – 82.

mm

	Section of cutter arbor
	L
	l
	m
	B1
	C
	r
	Bit type (YB850-75)

	H
	B
	
	
	
	
	
	
	RH turning tool
	LH turning tool

	16
	12
	100
	16
	4
	10
	1
	0.5-2.5
	A312
	A312Z

	20
	16
	130
	20
	6
	12
	
	
	A315
	A315Z

	25
	20
	140
	25
	8
	16
	1.5
	
	A320
	A320Z

	30
	25
	160
	30
	10
	20
	
	
	A325
	A325Z

	35
	30
	200
	35
	12
	25
	
	
	A330
	A330Z

	40
	35
	
	
	
	
	2
	
	
	


1. Material: Carbide bit YT14, YG8 YB849 – 75; cutter body 45 GB 699 -65.

2. Technical specification is in accordance with Q / JR D 010 – 82.

3. This standard is applicable to turning external circle of end surface, plumber block, thin wall part and slender part.
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UDC


Q / JR  D 111–  82


Replace  Q/JR


































































































































































































































































































































































































































































































