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  Annex -A 
  Tender No. 23.27.0000.166.202.3256105.22.23 
  Date:  20 February 2023 

NECESSARY DETAILS 
 

Ser Name of Item and Specification Unit Indent 
Qty 

Rate (Tk) Total Value Remarks 

(a) (b) (c) (d) (e) (f) (g) 

1. GI Sheet  
 

a. Physical properties: 
 

      1. Thickness: (0.38~0.45) mm 

    2. Weight of roll: ≤ 5000 kg 

    3. Width of roll: 900-915 mm (GI Sheet must be supplied as roll)  

    4. Thickness of Zinc coating ≥ 0.015 mm (each side of GI Sheet) 

    5. Weight of Zinc coating ≥ 0.0225 gm per sq cm 

    6. Weight:Sheet unit weight according to size and coating 

    7. The surface of the sheet/roll is smooth, clean and free from all spotsand 

       should have crystallized mild steel- checkered special galvanized layer  
 

b. Chemical composition & Mechanical properties: 
 

    1. Carbon: 0.15 % Maximum    

    2. UTS :27~52 kg/mm2 

    3. Elongation: ≥ 18%  

    4. Bending Test with standard: ≥ 6 times bending at 90 degree angle. 

      5. Peeling Test: No peeling at repeated 180 degree bending 
 
 

c. Packing: 
 
 

  1. The G I Sheet should be packed in roll will be wrapped with moisture/water    proof    

paper on the top of the roll to protect moisture/water. After wrapping the roll should be 

covered with an extra G I Sheet and reinforced in three places with wrap (Two in two 

end & in middle). The inner & outer edges of the roll should be covered with  angular 

sheet so that the edges of the rolled sheet should not affect for reinforcement. Than the 

roll to be fastened in lengthwise in four or more places as a required to avoid the  

looseness of roll. 

  2. The first sheet of each roll to be labeled with the following marking: 

 (a) Name of manufacturer (b) brand Name (c) group No. (d) dimension and weight of 

each bundle (e)  signature of the technical control department. 

3. Galvanized roll can not be transported in any dirty carriages which carries NaCl, 
Ca(OH)2 and NH4CI. 
4. Galvanized roll for delivery should be painted with neutralized mineral oil. 
5. A certification is to be provided along with the delivery of each lot showing -name of 
manufacturer, weight, group No., dimension, results of tests and code No. of this 
standard. 
6. Warrantee for 01 year after acceptance of the stores. 
 

d. 1. Country of origin: Group A Country  2. Country of manufacture: Country of Origin    
     3. Port of Shipment: Country of Origin. 
 

Kg 200000    

2. GI Wire 
Size: Dia 4.00±0.12 mm  
Technical Requirement: 
1. Tensile Strength = 30-50 kg/mm2 
2. Elongation= More than 10% 
3. Carbon = 0.15-0.25% 
4. Wt of Zinc Coating = More than 95 gm/M2 
5. There should not have any ungalvanized spot on the surface of the wire. 
6. The wire should pass the torsion test 
 

Kg 2000   

3. GI Wire 
Size: Dia 1.32 mm~1.44 mm  
Technical Requirement: 
1. Tensile Strength = 30-50 kg/mm2 
2. Elongation= More than 10% 
3. Carbon = 0.15-0.25% 
4. Wt of Zinc Coating = More than 34 gm/M2 
5. There should not have any ungalvanized spot on the surface of the wire. 
6. The wire should pass the torsion test. 

Kg 1000   
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K|  D‡jøwLZ `i CD & VAT e¨ZxZ `vwLj Ki‡Z n‡e| cÖ‡qvRb‡ev‡a cY¨ Lvjv‡mi Rb¨ weIGd Gi wbKU Qvoc‡Îi Av‡e`b Kiv 

hv‡e| 

L| ‰e‡`wkK Drm n‡Z cY¨ mieiv‡ni †ÿ‡Î cY¨ mieiv‡ni cÖv°v‡j Aek¨B Avg`vbx msµvšÍ KvMRcÎ, wej Ae †jwWs, wkwcs 

WKz‡g›Um cÖ`vb Ki‡Z n‡e| 

M| ‡UKwbK¨vj Ges wdb¨vwÝqvj Advi Avjv`v Lv‡g `vwLj Ki‡Z n‡e| 

N| c‡Y¨i Drm †̀ k D‡jøL bv _vK‡j wKsev GKvwaK Drm †̀ ‡ki †ejvq g~‡j v̈×…wZ cÖ v̀b Kv‡j Aek¨B wbẁ ©ó K‡i Drm †̀ k D‡jøL Ki‡Z n‡e| 

O|  ‡`kxq gy`ªvq µ‡qi †ÿ‡Î ¯’vbxq Drm n‡Z mieiv‡ni †ÿ‡Î 90 w`b Ges ˆe‡`wkK Drm n‡Z mieiv‡ni †ÿ‡Î 180 w`b A_ev 

Zrc~‡e© cY¨ mieivn Ki‡Z n‡e| 

P| ‡`kxq gy`ªvq wej cwi‡kv‡ai mgq cÖ‡hvR¨ †ÿ‡Î f¨vU I AvqKi KZ©b Kiv n‡e| 

Q| wbgœwjwLZ mb`c‡Îi d‡UvKwc `ic‡Îi mv‡_ Aek¨B mshy³ Ki‡Z n‡et 

 1| f¨vU †iwR‡óªkb mb` 

 2| wU AvB Gb mb` 

 3| nvjbvMv` †UªW jvB‡mÝ 

 

 

 
 

  `ic‡Î AskMÖnYKvixi ¯^v¶i 

 (eo A¶‡i bvg) 

                 Ômxj‡gvniÕ 

¯’vb t  

ZvwiL t         -        - 2023 

 


